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TORFIL/500

Specifications

•   Non-stop operation

•   Thanks to automatic-cleaning filter 
system,filters are cleaned automatically

•   Collects dust and particles in the dust 
bucket

•   Reliable protection thanks to high 
efficient cartridge filters

•   80mm hose connection

•   No need for additional compressor since 
it has self compressor

Usage Areas

•   Designed to extract fumes occured 
during robotic welding applications from 
the torch

•   Suitable for filtering unalloyed,low alloy 
and high alloy steel.

•   In robotic welding applications, the 
extraction system is done on existing 
torch with torch-specific connection 
apparatus. 

Filter Information

Filter Method

Filter Type

Filtration Surface Area 

Filter Info

Pressed Air Connection

General Information

Automatic Cleanable

e-PTFE membrane filter

10m²

ePM10  60% (M6) 10m²

Self Compressed 

Spare Filter Order Code

Four Connection Port 1011TRF500

Product Order Code

ePM10  60% (M6) 10m² 1202M6HV07

Device Information

Dimensions (W x D x H)

Weight

Motor Power

Supply Voltage

Noise Level

Maximum Pressure

Extraction Capacity

Technical Information

1200 x 650 x 2110 mm

130 kg

5,5 kW

3x400V/50Hz

74 dB

36.000 Pa

530 m³/h

Robotic Welding
On-Torch Extraction Unit

4x

dB
74

m³/h
530

High Vacuum
Extraction System

Mobile Unit
Lockable Wheels

Jet-Pulse
Automatic Filter Cleaning
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Welding Torch is not included�


