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Mobile Unit
Lockable Wheels
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f 2m Single Arm
Strong Extraction
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*I Low Decibels 65 db 1x230V/50Hz m Standard Pallet Packaging
Low than Vacuum Cleaner Ask For Voltage Options Shrinked with Cord Strap
Specifications Usage Areas
» Low energy consumption, high performance + Suitable for filtering fume occured during welding process
+ Movable thanks to its wheeled structure » Suitable for laser marking and processing machines
« Minimizing the loss of worktime by carrying out the maintenance « Suitable for processing unalloyed and low-alloy steel
only during filter change time thanks to the filter indicator - Suitable for filtering low level of fume
buttons

« Minimizing the risk of fire related to the sparks thanks to its
washable aluminium mesh pre filter

- Easy touse onwelding process thanks to its 2 meter extraction
arm connection

+ Possible to add alternative filter options without changing the
current body

« 2,7mfeeding cable

WL (oisom:  AIRFLOW PHiTeRTYPES DIMENSIONS it

FW CODE (mt) (m3/h) (kW) 1° 2° 3° w L H (kg)
101M111000 w/o Arm 1000 0,55 G4 Mesh F9-9m? _ 480 480 830 49
101M111002 1x2 850 0.55 G4 Mesh F9 -9m?2 _ 480 480 830 59
102M111000 w/o Arm 1000 0,55 G4 Mesh F9-9m?2 Activated Carbon - 3,3kg 480 480 830 55
102M111002 1x2 850 0.55 G4 Mesh F9 -9m?2 Activated Carbon - 3,3 kg 480 480 830 65
103M111000 w/o Arm 1000 0,55 G4 Mesh E12-14m? _ 480 480 830 49
103M111002 1x2 850 0.55 G4 Mesh E12-14m?2 _ 480 480 830 59
104M111000 w/o Arm 1000 0,55 G4 Mesh E12-14m?2 Activated Carbon - 3,3kg 480 480 830 55
104M111002 1x2 850 0,55 G4 Mesh E12-14m? Activated Carbon - 3,3kg 480 480 830 65

08 <W> &?Mc%w freshweld.com.tr



NMobilEco

09




