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Specifications
•   Possible to use at 2 different welding sources at the same time 

thanks to the flexible arm structure

•   Unused arm could be closed easily thanks to flow rate adjustable 
damper

•   Fully complies with European Machinery Safety Regulation

•   Minimizing the loss of worktime by carrying out the maintenance 
only during filter change time thanks to the filter indicator 
buttons

•   Minimizing the risk of fire related to the sparks thanks to its 
aluminium spark arrestor

•   If the phase sequence is wrong or there is a missing phase, the 
device will not work and the motor will be protected from burning

•   If the fan turns in the opposite direction, the warning lamp 
comes on.

•   3m feeding cable

Usage Areas
•   Designed for filtering fume and fine dust occured during welding 

process

•   Suitable for processing unalloyed and low-alloy steel

•   Suitable for filtering low and medium level of fume and dust

M2/2200

M2/2200 
SERIES

EXTRACTION 
ARM LENGTH AIRFLOW MOTOR 

POWER
FILTER STAGES & 

FILTER TYPES
DIMENSIONS 

(mm) WEIGHT

FW CODE (mt) (m³/h) (kW) 1° 2° W L H (kg)3°

111M222000

111M222002

111M222003

111M222004

112M222000

112M222002

112M222003

112M222004

w/o Arm

2 x 2

2 x 3

2 x 4

w/o Arm

2 x 2

2 x 3

2 x 4

1000 - 1300

850 - 1300

850 - 1300

850 - 1300

1000 - 1300

850 - 1300

850 - 1300

850 - 1300

1,5

1,5

1,5

1,5

1,5

1,5

1,5

1,5

G2 Mesh

G2 Mesh

G2 Mesh

G2 Mesh

G2 Mesh

G2 Mesh

G2 Mesh

G2 Mesh

G4 Coarse

G4 Coarse

G4 Coarse

G4 Coarse

G4 Coarse

G4 Coarse

G4 Coarse

G4 Coarse

650

650

650

650

650

650

650

650

750

750

750

750

750

750

750

750

1125

1125

1125

1125

1125

1125

1125

1125

99

119

133

141

99

119

133

141

F9 - 25m²

F9 - 25m²

F9 - 25m²

F9 - 25m²

E12 - 40m²

E12 - 40m²

E12 - 40m²

E12 - 40m²

3x400V/50Hz
Ask For Voltage Options

Low Decibels 72 db
Almost a Vacuum Cleaner

F9 Fine Filter
95 ≤ Em (EN 779)

Standard Pallet Packaging
Shrinked with Cord Strap

E12 EPA Filter
≤ 99.99 (EN 1822)

Mobile Unit
Lockable WheelsEN ISO

Double Acrobat Arm 
Strong Extraction
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Voltage Options
Please Ask

Length of the Arm :
Can be ordered as

2, 3 or 4 meters

Mobile
Filtration
Systems
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